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Triplex Cable
Conductor colors: black, green and white 

Spool 
Length Part # Nominal O.D.

Wt. per 
1000'

16/3 AWG (3x1 mm2)

100' 131710

3/16"x15/32"
5x12 mm

75 lbs
34 kg

250' 131725

500' 131750

1000' 131799

14/3 AWG (3x2 mm2)

100' 131510

7/32"x1/2"
6x13 mm

96 lbs
43.6 kg

250' 131525

500' 131550

900' 131590

12/3 AWG (3x3 mm2)

25' 131302

7/32"x17/32"
6x14 mm

125 lbs
56.8 kg

100' 131310

250' 131325

700' 131370

Spool 
Length Part # Nominal O.D.

Wt. per 
1000'

16/3 AWG (3x1 mm2)

100' 133710 11/32"
9 mm

75 lbs
34 kg250' 133725

14/3 AWG (3x2 mm2)

100' 133510
13/32"
10 mm

96 lbs
43.6 kg

250' 133525

900' 133590

Spool 
Length Part # Nominal O.D.

Wt. per 
1000'

10/3 AWG (3x5 mm2)

100' 131110
1/4"x21/32"

6x17 mm
186 lbs
84.5 kg

300' 131130

500' 131150

8/3 AWG (3x8 mm2)

25' 130902
3/8"x1"

10x25 mm
287 lbs

130.4 kg
50' 130905

100' 130910

6/3 AWG (3x13 mm2)

50' 130705 7/16"x1-3/16"
11x30 mm

470 lbs
213.6 kg100' 130710

Spool 
Length Part # Nominal O.D.

Wt. per 
1000'

12/3 AWG (3x3 mm2)

100' 133310 7/16"
11 mm

125 lbs
56.8 kg250' 133325

Round Cable

Flat Cable
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page 47

Round versus Flat Duplex/Triplex
Duplex and triplex cable have many different advantages 
to help installers. The grouped wires save time and effort 
by having to run only one group instead of multiple 
individual wires and also provides extra protection for 
the wire itself. But they have different advantages based 
on the shape too. Round cable for instance is easier to 
install through bulk heads, walls, panels or holes, while 
flat cable is easier to route long distances since it can be 
moved through a smaller space.
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