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** Jaw with “T” Toggle Construction. All others have bronze toggle nuts to prevent galling under high load conditions.

Open Body Turnbuckles - Jaw and Jaw
For those who prefer a traditional body turnbuckle. The forged silicon bronze body, coupled with 
our integral toggle jaw, provides positive locking and ease of adjustment.

Forged silicon bronze bodies with 316 stainless ends offer a great non-galling combination. 
Integral toggle jaw eliminates the need for a separate rigging toggle.
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42-110** Jaw/Jaw To 5/32” 2,500 lbs 1000 lbs. 	 1/4-28 8” 11” 4-1/2” 1/4” 5

43-110** Jaw/Jaw To 3/16” 4,000 lbs. 1600 lbs 5/16-24 8-3/8” 12 4-7/8” 5/16” 8

44-110** Jaw/Jaw To 1/4” 7,000 lbs. 2800 lbs. 	 3/8-24 9-7/8” 13-7/8” 5-1/2” 3/8” 14

45-100 Jaw/Jaw To 5/16” 10,500 lbs. 4200 lbs. 	 1/2-20 11-1/2” 15-1/2” 6-1/2” 1/2” 1 0

47-100 Jaw/Jaw To 3/8” 14,800 lbs. 5900 lbs. 5/8-18 14-1/2” 19” 7-3/4” 5/8” 3 4
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