
3-13/16"
(97 mm)

3-1/8"
(80 mm)

2-11/16"
(69 mm)

1/8"
(3.4 mm)

4-1/4"
(108 mm)

1-7/8"
(47 mm)

1-1/8"
(28 mm)

2-11/16"
(69 mm)

1-3/4"
(44 mm)

1-1/4"
(32 mm)

1-1/4"
(32 mm)

2"
(51 mm)

2"
(51 mm)

7/8"
(22 mm)

Minimum 
bolt pattern

2-3/8"
(60 mm)

Maximum 
bolt pattern

5/8"
(16 mm)

Minimum 
Rail Size

2-1/8"
(54 mm)

Maximum 
Rail Size

Holes & Slots
Designed for

1/4"
diameter

(6.5 mm)
Fasteners

1-5/8"
(41 mm)

Top of Mount to
Top of Rail

07
10

T10-340
Square Rail Mount
Mount Weight 1.17 lb.
(0.53 kg)

1-3/16"
(30 mm)
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Minimum 
bolt pattern

2-3/8"
(60 mm)

Maximum 
bolt pattern

5/8"
(16 mm)

Minimum 
Rail Size

2-1/8"
(54 mm)

Maximum 
Rail Size

Holes & Slots
Designed for

1/4"
diameter

(6.5 mm)
Fasteners

1-5/8"
(41 mm)

Top of Mount to
Top of Rail

07
10

T10-340
Side, Bulkhead 
Mount
Mount Weight 1.17 lb.
(0.53 kg)
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