
Protect your boat, respect our waters.

6 28309 10303 3

6 28309 19154 2

6 28309 10304 0

6 28309 19155 9

6 28309 10305 7

6 28309 17058 5

6 28309 10306 4

6 28309 19156 6

6 28309 10307 1

6 28309 17059 2

6 28309 10308 8

6 28309 17060 8

6 28309 10309 5

6 28309 19157 3

6 28309 10310 1

6 28309 19158 0

6 28309 10311 8

6 28309 10312 5

6 28309 19159 7

6 28309 19160 3

6 28309 10313 2

6 28309 10314 9

6 28309 19161 0

6 28309 19162 7

6 28309 10315 6

6 28309 19163 4

6 28309 10316 3

6 28309 19164 1

6 28309 24302 9

6 28309 24303 6

6 28309 24304 3

6 28309 24305 0

6 28309 24307 4

6 28309 24306 7

6 28309 24311 1

6 28309 24310 4

6 28309 24312 8

6 28309 24313 5

6 28309 15991 7

6 28309 15992 4

6 28309 15993 1

6 28309 22977 1

PID LB KG H OD ID UPC

Al CMC01AL 0.319 0.145 mm 25.4 59.94 19.05

Mg CMC01M 0.211 0.096
in 1 2.36 0.75Zn CMC01 0.793 0.36

Al CMC02AL 0.302 0.137 mm 25.4 59.94 22.22
Mg CMC02M 0.2 0.091

in 1 2.36 0.875Zn CMC02 0.749 0.34

Al CMC03AL 0.525 0.238 mm 31.75 68.58 25.4
Mg CMC03M 0.355 0.161

in 1.25 2.7 1Zn CMC03 1.272 0.577

Al CMC04AL 0.509 0.231 mm 31.75 68.58 28.57
Mg CMC04M 0.344 0.156

in 1.25 2.7 1.125Zn CMC04 1.232 0.559

Al CMC05AL 0.5 0.227 mm 31.75 68.58 31.75
Mg CMC05M 0.339 0.154

in 1.25 2.7 1.25Zn CMC05 1.208 0.548

Al CMC06AL 0.699 0.317 mm 31.75 81.02 34.92
Mg CMC06M 0.467 0.212

in 1.25 3.19 1.375Zn CMC06 1.713 0.777

Al CMC07AL 0.694 0.315 mm 31.75 81.02 38.1
Mg CMC07M 0.461 0.209

in 1.25 3.19 1.5Zn CMC07 1.713 0.777

Al CMC08AL 1.036 0.470 mm 34.92 93.98 44.45
Mg CMC08M 0.679 0.308

in 1.375 3.7 1.75Zn CMC08Z 2.606 1.182

Al CMC09AL 0.875 0.397 mm 34.92 93.98 50.8
Mg CMC09M 0.579 0.263

in 1.375 3.7 2Zn CMC09 2.176 0.987

Al CMC09AAL 0.767 0.348 mm 34.92 93.98 57.15
Mg CMC09AM 0.507 0.23

in 1.375 3.7 2.25Zn CMC09A 1.9 0.862

Al CMC12AL 2.16 0.98 mm 38.1 132.08 63.5
Mg CMC12M 1.402 0.636

in 1.5 5.2 2.5Zn CMC12 5.489 2.49

Al CMC12AAL 2.015 0.914 mm 38.1 132.08 69.85
Mg CMC12AM 1.289 0.585

in 1.5 5.2 2.75Zn CMC12A 5.084 2.306

Al CMC13AL 1.852 0.84 mm 38.1 132.08 76.2
Mg CMC13M 1.204 0.546

in 1.5 5.2 3Zn CMC13 4.691 2.128

Al CMC14AL 3.393 1.539 mm 38.1 172.72 88.9
Mg CMC14M 2.193 0.995

in 1.5 6.8 3.5Zn CMC14 8.659 3.928

Easy installation  
underwater:

Bolt retaining washers 
prevent the anode from 
falling off. Choose from 
two of our stainless steel 
hardware options:

•	 Full shaft contact: 100% 
circular radius

•	 Interlocking halves

•	 Extra alloy around  
fastener

Allen head w/
lock washer & bolt 
retaining washer

Slotted head w/
lock washer & bolt 
retaining washer 
(add S to the PID)
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