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55 SWIVEL S5 SLIDE S5 SWIVEL SLIDE
Part ID: SW-05592 Part ID: SW-05489 Part ID: SW-05488

FEEL BETTER. TRAVEL FARTHER.



S5 ACCESSORIES PARTS LIST:
CUSTOMER SERVICE

S5 SWIVEL (SW-05592) S5 SWIVEL SLIDE (SW-05488)
. . Ix SW-05675 - S5 Swivel Shield Ix SW-05675 - S5 Swivel Shield
At SHOCKWAVE’ we've proven that innovation Ix SW-06275 - Corbin2 Fastener Kit Swivel Ix SW-06275 - Corbin2 Fastener Kit Swivel
and attention to the highest safety standards can Ix SW-06350 - Seat Swivel with Integrated Lock 4x M6 X 25mm - Button Head Cap Screws
protect boaters from the shock of wave impact. 8x M6 X 30mm - Button Head Cap Screws 2x M6 X 30mm - Button Head Cap Screws
As avid boaters ourselves, we understand what our 8x WASHERS 6mm 2x M6 X 25mm - Flat Head Cap Screws

customers value most — and we create the best 6x Washers 6mm

marine suspension seats in the world to provide S5 SLIDE (SW-05489) 4x M6 Nut Nylock
a safer, more comfortable and exciting ride.

Ix SW-05646 - Corbin2 Fastener Kit Slide
4x M6 X 25mm - Button Head Cap Screws

Ix SW-05493 - Lock Rack
2x SW-05492 - Square Rails

2x M6 X 30mm - Button Head Cap Screws
Ix SW-0549I - Square Linear Bearing

For customer inquiries and service support contact
+1.778.426.8544 or support@shockwaveseats.com 2x M6 X 25mm - Flat Head Cap Screws

Ix Main Assembly
6x Washers 6mm

Serial Number: 4x M6 Nut Nylock REQUIRED TOOLS AND MATERIALS

Ix SW-05493 - Lock Rack ¢ 4mm Allen Key

2x SW-05492 - Square Rails  |0mm wrench or socket

Ix SW-05491 - Square Linear Bearing « Torque wrench (only if available)

Ix Main Assembly * Loctite 243 Medium Strength Thread

Locker or Equivalent
ADDRESS 2074 Henry Ave. Sidney, BC
Canada V8L 5YI TORQUE TABLE:

WEBSITE shockwaveseats.com
SALES +1.778.426.8545 FASTENER TORQUE
RECEPTION +1.250.656.6165 Ea L I U
HOURS 8AM to 5PM PST M6x30mm 8Nm [70in-Ibs]
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NOTE: The diagrams in this manual show the SW-05488 S5 Swivel Slide. Installation of the SW-05489
S5 Slide is identical.

JOIN THE SHOCKWAVE COMMUNITY

Kl @sHockwavesears @SHOCKWAVESEATS @ youtube.com/shackwaveseats




S5 SLIDE (SW-05489) & S5 SWIVEL SLIDE (SW-05488) INSTALLATION INSTRUCTIONS

Apply Loctite 243 (purchased separately) to the threads of the 6

fasteners provided.

LOCTITE 243

05492) to

Loosely install the two Square Rails (SW

2.

the top of the S5 Module using the M6 x 25mm button

head cap screws, washers, and nylock n
fully tighten the fasteners at this time.

uts.




S5 SLIDE (SW-05489) & S5 SWIVEL SLIDE (SW-05488) INSTALLATION INSTRUCTIONS CONTINUED

3. Loosely install the Lock Rack (SW-05493) on top of the
starboard rail using the M6x30mm button head cap
screws and washers. Do not fully tighten the fastener.

A

2X ) D 22 |
LOCTITE 243 2 '\l\ @ ‘-[ .
RS E
l ;‘i ! Th X

@ iMmPoRrTANT |fyour module is equipped with height adjust, use M6x25mm
— button head cap screws and washers.



S5 SLIDE (SW-05489) & S5 SWIVEL SLIDE (SW-05488) INSTALLATION INSTRUCTIONS CONTINUED

SLIDE THE LINEAR BEARING ONTO THE STARBOARD RAIL 4, Slide the Square Linear Bearing (SW-0549|) onto the
FROM THE REAR OF THE MODULE i
starboard square rail from the rear of the module.




S5 SLIDE (SW-05489) & S5 SWIVEL SLIDE (SW-05488) INSTALLATION INSTRUCTIONS CONTINUED

5. Align the main assembly’s aft-port Square Linear Bearing with
the forward end of the port square rail and slide it to the rear
until it stops.

6. Pull the lower red horizontal lock handle to port to
disengage the lock, then slide the main assembly back
until all four bearings are seated on their rails.

| - ALIGN THE LINEAR BEARING AND SLIDE
THE ASSEMBLY ONTO THE PORTAL

2 - ONCE THE ASSEMBLY STOPS, PULL THIS

LEVER TO PORT TO DISENGAGE THE LOCK 3 - ALIGN THE TWO FRONT LINEAR BEARINGS
AND CONTINUE TO SLIDE THE ASSEMBLY AFT SO THEY MAY SLIDE ONTO THE RAILS



S5 SLIDE (SW-05489) & S5 SWIVEL SLIDE (SW-05488) INSTALLATION INSTRUCTIONS CONTINUED

7. Secure the aft-starboard Square Linear Bearing (SW-0549I) to the main assembly with 2 - M6 x 25 flat head cap
screws and Loctite 243 (sold separately). Tighten till fasteners are secure - do not over tighten.

8. Pull the lower red horizontal lock handle to port and slide the main assembly forward until the two rear fastener
assemblies are visible. Tighten till fasteners are secure - do not over tighten.

9. Slide the main assembly all the way to the aft and tighten the remaining fasteners until secure.
Do not over tighten.

10. Once complete, the seat can be installed. If using Corbin2 seats please refer to the Corbin2 seat instructions which
comes with the seat.

@ imporTANT [finstalling Corbin2 seat, install the swivel shield in orientation

shown (rounded edge facing forward) on page I0.



S5 SLIDE (SW-05489) & S5 SWIVEL SLIDE (SW-05488) INSTALLATION INSTRUCTIONS CONTINUED

2X

LOCTITE 243




S5 SWIVEL (SW-05592) INSTALLATION INSTRUCTIONS

SWIVEL SHIELD
I.  Apply Loctite 243 (purchased separately) to the threads of the 8 /
fasteners provided.

2. Loosely install all fasteners.

3. Once all fasteners are installed tighten to 8nm
[70in-Ibs] - do not over tighten.

@ imporTanT [finstalling Corbin2 seat, install the swivel shield in
— orientation shown (rounded edge facing forward).



HOW TO VIDEOS

For complete instructions, including video tutorials of
how to install your S5 Accessories, please visit
www.shockwaveseats.com/howto, where we have a
comprehensive guide for installation options.

For further instructions, please contact your Shockwave S5
dealer or email support@shockwaveseats.com.




S5 PRODUCT LINE

S5 SUSPENSION MODULE
SW-05026 (black)

The SHOCKWAVE S5 comes in a black or white
finish. It is easily and quickly installed in virtually
any boat and can be mounted on a riser box or
pedestal with minimal effort.

CORBIN2 MID-BACK SEAT
SW-04920-B (hlack)

The Corbin2 seat is designed to add an extra
element of comfort and support for your suspension
module. Crafted in the U.S., these seats are the
definition of quality and strength, made using only
the best materials available today. Available in
White (SW-04920-W) and Heavy Duty fabric
(SW-04920-HD). Also available with heated cushions.

S5 Jockey
SW-55-2400 (handrail not included)

The SHOCKWAVE S5 Jockey offers an integrated
seat frame to minimize size and weight. It comes with
a closed cell foam cushion, heavy-duty fabric called
‘Grabber’ and is designed for comfort and durability
in extreme outdoor conditions. One of our most
compact solutions.

S5 SUSPENSION MODULE
SW-05026-BW (white)

The SHOCKWAVE S5 comes in a black or white
finish. It is easily and quickly installed in virtually
any boat and can be mounted on a riser box or
pedestal with minimal effort.

CORBINZ2 HIGH-BACK SEAT
SW-06328

The Corbin2 seat is designed to add an extra
element of comfort and support for your
suspension module. Crafted in the U.S., these seats
are the definition of quality and strength, made
using only the best materials available today.
Available in Heavy Duty fabric (SW-06328-HD).

S5 MODULE WITH HEIGHT ADJUST
SW-05047

The SHOCKWAVE S5 height adjust system integrates
seamlessly with your suspension module to provide
a full 3 inches of vertical travel at the touch of a button.
Built to last and made with the highest-quality
components this is the perfect option for giving
your S5 the ultimate in adjustability.



S5 ACCESSORIES

S5 RISER BOX
SW-07251

The 6 inch riser box is designed to be paired with
the SHOCKWAVE S5 module that is mounted flat to
the deck. This will provide a sufficient seat height
for resting feet on deck. Additional riser box heights
are available. Please call for details.

ADJUSTABLE FOOTREST
SW-03264

Our folding footrest bolts securely to virtually any
bulkhead and provides a stable platform I7” wide. Thanks
to the 6” of vertical adjustability it can accommodate
almost anyone and when not in use folds conveniently
out of the way. Made in Canada with a powder coated
aluminum frame and stainless steel fasteners it's a
quality product made to last in the marine environment.

JOCKEY WIDE HANDRAIL
SW-04732

A wide profile grip provides enhanced ergonomics
and increased grip surface to ensure a safer ride at
high speeds. Available for the S5 Jockey
(SW-S5-2400), front and rear mounted.

SHOCKWAVE S5 PUMP
SW-01983

The high-pressure shock pump features an
integrated pressure gauge and bleed valve for
simple adjustment with a maximum inflation
pressure of 350 psi.

LAPBELT

SW-00774

For those who need an extra level of safety and
security, SHOCKWAVE offers a lapbelt for the
Corbin2 seats.



WARRANTY AND WARRANTY POLICY

Shockwave Seats expressly warrants that all mechanical seat components in its MARINE AND OTHER and SUSPENSION SEATS shall be free from defects in material and
workmanship for one year from the date-of-sale provided such seats are subject to normal use and receive proper maintenance. Shockwave Seats expressly warrants that the
cushions and seat covers shall be free from defectively sewn seams for a period of 90 days or 750 hours of use, whichever comes first, excluding normal wear and tear. Rips,

tears, abrasions and installation damages are not covered by warranty.

Your sole and exclusive remedy against Shockwave Seats arising from the
purchase or use of MARINE AND OTHER and SUSPENSION SEATS is limited
to repair or replacement of defective materials or defective workmanship,
after verification by Shockwave Seats. Defective product or materials

may be requested for return by SHOCKWAVE Seats for inspection prior to
issuing any replacements. Freight charges for returns are to be covered by
the user.

All warranty claims shall have prior approval from Shockwave Seats
warranty department and must be accompanied by the information
requested on the following Claim Form. Products will be repaired or replaced
at the sole discretion of Shockwave Seats.

These warranties will become null and void if:

* The seat is abused or altered

* The seat is involved in an accident

* The seat is improperly installed

* The seat is used for other than its intended use, contrary to any of the
instructions in the manual provided

* There is damage to the cushions and covers caused by cuts, burns, or abuse

* There is damage to the seat caused during installation or unpacking

* There is damage to the structural integrity as a result of the user
installing unapproved accessories

* Footrests are mounted directly to seat

 Occupant weight exceed 250Ibs [113kgs] for 3g deck accelerations

WARRANTY DISCLAIMERS AND LIMITATIONS OF LIABILITY

THE ABOVE EXPRESSED WARRANTIES SHALL BE THE EXCLUSIVE WARRANTIES, AND
SHOCKWAVE SEATS MAKES NO OTHER WARRANTIES, EXPRESSED OR IMPLIED. SHOCKWAVE
SEATS EXPRESSLY DISCLAIMS ANY IMPLIED WARRANTIES OF MERCHANTABILITY AND
IMPLIED WARRANTIES OF FITNESS FOR A PARTICULAR PURPOSE.

IT IS AGREED THAT SHOCKWAVE SEATS SHALL NOT BE LIABLE FOR INCIDENTAL OR
CONSEQUENTIAL DAMAGES, including, but not limited to, loss of income, loss of use, lost profits,
damage to other property, the cost of removing and reinstalling the INDUSTRIAL SEATING or
SUSPENSION SEATS, attorney’s fees, and any liability you may have with respect to any other
person.

TIME LIMIT ON COMMENCING LEGAL ACTION

It is agreed that you have one year from the accrual of a claim to commence any legal action
arising from the purchase or use of the MARINE AND OTHER or SUSPENSION SEATS, or be barred
forever. Failure to give prompt written notice within ten (10) days of the discovery of any defect

in material or workmanship that occurs within the warranty period will void the warranty. Send
notification to:

SHOCKWAVE SEATS Warranty Department
Unit 2-2075 Henry Avenue West, Sidney BC Canada V8L IT2
Email: support@shockwaveseats.com - Phone: +1.250.656.6165

WARRANTY CLAIM FORM MUST BE SUBMITTED
Download your Warranty Claim Form at shockwaveseats.com/warranty
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