00541-BLD/00541-SLD/00541-WSLD/00541-WSLDSC/00541-WBLD/0054 1-SWR

Material BLD/WBLD:Mzde of Brass  SLD/WSLD/SWR: Made of SUS304
Housing Colour BLD/WBLD: Brass Lacquered SLD/WSLD/SWR: polished S.S
SLD/BLD:Daylight White WSLD: Warm White
LED Col
i SWR: Daylight White + Red
=0 BLD/SLD/WSLD: 20PCS (Whi te)

SWR: 20PCS (White) +10PCS (Red)

LED Beam Angle 120°

B Varm White:2900-3200K
B Daylight White: 5500-6300 K

Colour Temperature

Features Surface mount
Working Voltage : : DC12V
Wattage | BLD/SLD/WSLD:3.7 W SWR:3. 7W (white) +1. 8W (red)
Effective Lumen Iz White:272Lumen Red: 28Lumen
life TEST FOR LED LAMP (1000 hours) : Lumen Maintenance Percentage>95%
Operation Temperature -20° ~ +45°C
HS TUV
Certificate [UL’ Lﬁ] ’RO.—I L |

The light is for type”Z” attachments.The external flexible cable or cord of this luminaire cannot
be replaced;if the cord is damaged, the luminaire shell be destroyed

+(Red wire)

~(Black wire)

" GONIOPHOTOMETER TEST REPORT (White)
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